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Cleaning:

Usage:

RAJA

100% acrylic

160

cms

220

cms

TECHNICAL FILE
CARACTERÍSTICAS GENERALES

53*"/"

Composition / Composición 100% Acrylic

Width / Ancho 160 cm / 63”

Lenght of rolls / Longitud de las piezas 50 ml /164 ft aprox

Weight / Peso 220 gr / m2

Finish / Acabado Water repellent / Hidrofugado

Light fastness / Solidez a la luz 6 / 7
 ISO 105 B 02 2014-11 method 2

Fastness to rubbing / Solidez al frote 4-5

Fastness to clorinated water
Solidez al agua clorada 5

Water reppellency / Repelencia al agua 6 / 6 
AATCC-193

Oil reppellency / Repelencia al aceite 5 / 6
AATCC-118

Breaking strength / Resistencia a la rotura 986 Warp / Urdimbre 525 Weft / Trama
UNE EN ISO 13936-1:1999

Slippage resistance / Resistencia al deslizamiento 467.64 Warp / Urdimbre 183.44 Weft / Trama
UNE EN ISO 13936-1:2004

Resistance to pilling / Resistencia al pilling 4-5 / 5
UNE EN ISO 12945-2:2001

Dimensional Change in washing and drying
Cambio dimensional al lavado y secado

-0.20 % Warp / Urdimbre 0.00% Weft / Trama
UNE EN ISO 5077:2008

Ultra violet protection factor UPF
Factor de protección ultravioleta FPU

50+ 
AS/NZS 4399/1996

Spraytest 5 / 5
UNE-EN 24920:1993

Abrassión Resistance (Martindale)
Resistencia a la abrasión (Martindale)

20000
UNE-EN 12947-1/2:2007-04

Cleaning instructions / Instrucciones de lavado

Applications / Aplicaciones

Sensitive values of tolerance of +/- 5%. Valores susceptibles de tolerancia de +/- 5%.
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UK - BS 5852
PART 1

IGN 0 CIGARETTE

CAT 1

Criss Cross

Lovely

Vienna

Bouclê

Smooth

Laser

Stripes

Raja Esmeche (outdoor)

CAT 2

Vigo

Ecool

CAT 3

Barcelona

Gilman

Bayes

Roden

CAT 4

Halsey

Pulp

Olavi

Alston

Wild things

CAT 5

Mendel

Tan Tan (outdoor)

Stello (outdoor)

Erfoud (outdoor)

Zagora (outdoor)

CAT 6

Lost and found (outdoor)

Go with the flow (outdoor)

UK - BS 5852
PART 1

IGN 1 MATCH

UK -BS 5852
PART 1 EXEMPT

(WITH IGN 5 INTERLINER)

Fire ratings

UK - CRIB 5
EU - EN1021

PART 1
UPHOLSTERY

EU- EN1021
PARTS 1&2

UPHOLSTERY
USA - NFPA701 USA - CAL 117 IMO8

UPHOLSTERY

x - Includes certificates

o - Extra fire treatments. The fabric will increase the price for the next CAT
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